


REQUEST FOR INFORMATION 

The Facility is hereby required, pursuant to Section 308(a) of the Clean Water Act, 33 U.S.C. 

§ 1318(a), to submit the following documents and requested information regarding the Midpoint 

Park WWTP. 

1. Within forty-five ( 45) calendar days of receipt of this RFI, submit a written response with 

the actions (including a schedule) that are being taken or will be taken to address each ofthe 

Potential Non-Compliance items and Areas of Concern identified in the enclosed inspection 

report from the joint EPA and NYSDEC September 2, 2016, Compliance Evaluation 

Inspection. 

2. On the 28 day following each of the next 3 full months from receipt of this RFI submit the 

Discharge Monitoring Report ("DMR") along with all laboratory results for Total Residual 

Chlorine taken at the specified monitoring point in the Permit for that month. 

CERTIFICATION 

Any documents to be submitted as part of this RFI shall be sent by certified mail or its equivalent 

and shall be signed by an authorized representative of the respective entity (see 40 C.F.R. § 122.22), 

and shall include the following certification: 

"I certify under penalty of law that this document and all attachments were prepared under 

my direction or supervision in accordance with a system designed to assure that qualified 

personnel properly gathered and evaluated the information submitted. Based on my inquiry 

of the person or persons who manage the system, or those persons directly responsible for 

gathering the information, the information submitted is, to the best of my knowledge and 

belief, true, accurate, and complete. I am aware that there are significant penalties for 

submitting false information, including the possibility of fine and imprisonment for knowing 

violations." 

All information required to be submitted pursuant to this Request for Information shall be sent by 

certified mail or its equivalent to the following addresses: 

Justine Modigliani, Chief 
Compliance Section 
Water Compliance Branch 
Division of Enforcement and Compliance Assistance 

290 Broadway, 20th Floor 
New York, NY 10007-1866 
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&EPA United States Environmental Protection Agency 
Washington, D.C. 20460 

Water Compliance Inspection Report 
Section A: National Data System Godino (i.e., PCSl 

Transaction Code NPDES yr/mo/day Inspection Type Inspector Fac Type 

IU 2l:J 3INIYI o1 o131s161317111 12111610191012117 18 L.:J 1 9 L.::J 20 L.:J 
Remarks 

21! I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I6E 

Inspection Work Days Facility Self-Monitoring Evaluation Rating Bl QA -----------------------------Reserved---------------------------

671 I ~ 1169 7oU 71U nu 73Ll..J74 751 I I I I I I lBO 

Section B: Facility Data 

Name and Location of Facil~ ln~ected (For industrial users discharging to POTW, also Entry Time/Date Permit Effective Date 
include POTW name and N DE permit number) 

Midpoint Park (Royal Ridge), 
09/02/16, 9:10AM 11/1/12 

SD WWTP at or 
near 91 Martin Drive, Wappingers NY Exit Time/Date Permit Expiration Date 

Approx lpm 10/31/17 

Name(s) of On-Site Representative(s)!Title(s)/Phone and Fax Number(s) Other Facility Data (e.g., SIC NAICS, and other 

Mike Pilon, Operator, CAMO Pollution Control, 
descriptive information) 

SIC 4952 
Inc. (845)207-2746 
Michael P. Tremper, Chief Operator, CAMO, NYSDEC Region 3 Inspector Vijay 

845-463-7310 Gandhi 845-256-3147 
Gandhi, Vi jay (DEC) 

Name, Address of Responsible Official/Title/Phone and Fax Number <Vijay.gandhi®dec.ny.gov> 
Contacted 

Lori Jiava, Town Supervisor, DYes 0No Current SPDES Permit was initially 

Wappingers Town Hall, P.O. Box 324, issued in 11/1/87 and this same 

Wappingers, NY, 12590-0324 
permit continued through present. 

Section C: Areas Evaluated Durinq Inspection !Check onlv those areas evaluated) 

~Permit ./ Self-Monitoring Program - Pretreatment 0MS4 
~ 

~ Records/Reports ~ Compliance Schedules 

7 
Pollution Prevention 

~ Facility Site Review ,;£_ Laboratory -- Storm Water 

./ EffluenVReceiving Waters ./ Operations & Maintenance _ Combined Sewer Overflow 
~ f-'--=-
./ Flow Measurement ,_,{_ Sludge Handling/Disposal .:{_ Sanitary Sewer Overflow 

'--'--

Section D: Summary of Findings/Comments 
(Attach additional sheets of narrative and checklists, inc/udin_a Sinale Event Violation codes, as necessary) 

SEV Codes SEV Description 

0~~[i]UJ Numeric Effluent Limitation Violation. (Flow Rate) 

DDDDD 
DDDDD 
DDDDD 

Name(s) and Signature(s) of lnspector(s) Agency/Office/Phone and Fax Numbers Date 

Murray Lantner, Env. Eng. EPA/DECA-WCB/(212)6373976 tl [gjj :;_ 

Signature of Management Q A Reviewer Agency/Office/Phone and Fax Numbers 

Date I/ d.-'--t /n I ~-ne __ Mod~_i--~Chief. comill:iance Section EPA/DECA-WCB/(212}-637-4268 

'-../ 
EPA Form 3560-3 (Rev 4-06) Previous editions are obsolete. 



INSTRt;CTIONS 

Section A: National Data System Coding (i.e., PCS) 

Column 1: Transaction Code: Use N, C, or D for New, Change, or Delete. All inspections will be new unless there is an error in the data entered. 

Columns 3-11: NPDES Permit No. Enter the facility's NPDES permit number- third character in permit number indicates permit type for V=unpermitted, 
G=general permit. etc .. (Use the Remarks columns to record the State permit number, if necessary.) 

Columns 12-17: Inspection Date. Insert the date entry was made into the facility. Use the year/month/day format (e.g., 04/10/01 =October 01, 2004). 

Column 18: Inspection Type*. Use one of the codes listed below to describe the type of inspection: 

A Performance Audit u IU Inspection with Pretreatment Audit Pretreatment Compliance (Oversight) 
B Compliance Biomonitoring X Taxies Inspection 

@ Follow-up (enforcement) c Compliance Evaluation (non-sampling) z Sludge - Biosolids 
D Diagnostic # Combined Sewer Overflow-Sampling { Storm Water-Construction-Sampling 
F Pretreatment (Follow-up) $ Combined Sewer Overflow-Non-Sampling 

} Storm Water-Construction-Non-Sampling G Pretreatment,LAudit) + Sanitary Sewer Overflow-Sampling 
I Industrial User (IV) Inspection & Sanitary Sewer Overflow-Non-Sampling Storm Water-Non-Construction-Sampling J Complaints \ CAFO-Sampling 
M Multimedia CAFO-Non-Sampling Storm Water-Non-Construction-
N Spill 2 IU Sampling Inspection 

Storm 
Non-Sampling 

0 Compliance Evaluation (Oversight) 3 IU Non-Sampling Inspection < Water-MS4-Sampling 
p Pretreatment Compliance Inspection 4 IU Taxies Inspection - Storm Water-MS4-Non-Sampling 
R Reconnaissance 5 IU Sampling Inspection with Pretreatment > Storm Water-MS4-Audit 
s Compliance Sampling 6 IU Non-Sampling Inspection with Pretreatment 

7 IU Taxies with Pretreatment 

Column 19: Inspector Code. Use one of the codes listed below to describe the lead agency in the inspection. 

A
B ---
E
J
L ---
N-

State (Contractor) 
EPA (Contractor) 
Corps of Engineers 
Joint EPNSiate Inspectors-EPA Lead 
Local Health Department (State) 
NEIC Inspectors 

0- Other Inspectors, Federal/EPA (Specify in Remarks columns) 
P- Other lnspectors1 State (Specify in Remarks columns) 
R- EPA Regional 1nspector 
S - State Inspector 
T- Joint State/EPA Inspectors-State lead 

Column 20: Facility Type. Use one of the codes below to describe the facility. 

1 - Municipal. Publicly Owned Treatment Works (POTWs) with 1987 Standard Industrial Code (SIC) 4952. 
2- Industrial. Other than municipal, agricultural, and Federal facilities. 
3- Agricultural. Facilities classified with 1987 SIC 0111 to 0971. 
4- Federal. Facilities identified as Federal by the EPA Regional Office. 
5- Oil & Gas. Facilities classified with 1987 SIC 1311 to 1389. 

Columns 21-66: Remarks. These columns are reserved for remarks at the discretion of the Region. 

Columns 67-69: Inspection Work Days. Estimate the total work effort (to the nearest 0.1 work day), up to 99.9 days, that were used to complete the 
inspection and submit a QA reviewed report of findings. This estimate includes the accumulative effort of all participating inspectors; any effort for laboratory 
analyses, testing, and remote sensing; and the billed payroll time for travel and pre and post inspection preparation. This estimate does not require detailed 
documentation. 

Column 70: Facility Evaluation Rating. Use information gathered during the inspection (regardless of inspection type) to evaluate the quality of the facility 
self-monitoring program. Grade the program using a scale of 1 to 5 with a score of 5 being used for very reliable self-monitoring programs, 3 being 
satisfactory, and 1 being used for very unreliable programs. 

Column 71: Biomonitoring Information. Enter D for static testing. Enter F for flow through testing. Enter N for no biomonitoring. 
Column 72: Quality Assurance Data Inspection. Enter Q if the inspection was conducted as followup on quality assurance sample results. Enter N 
otherwise. 

Columns 73-80: These columns are reserved for regionally defined information. 

Section B: Facility Data 

This section is self-explanatory except for "Other Facility Data," which may include new information not in the permit or PCS (e.g., new outfalls, names of 
receiving waters, new ownership, other updates to the record, SIC/NAICS Codes, Latitude/Longitude). 

Section C: Areas Evaluated During Inspection 

Check only those areas evaluated by marking the appropriate box. Use Section D and additional sheets as necessary. Support the findings, as necessary, 
in a brief narrative report. Use the headings given on the report form (e.g., Permit, Records/Reports) when discussing the areas evaluated during the 
inspection. 

Section D: Summary of Findings/Comments 
Briefly summarize the inspection findings. This summary should abstract the pertinent inspection findings, not replace the narrative report. Reference a 
list of attachments, such as completed checklists taken from the NPDES Compliance Inspection Manuals and pretreatment guidance documents, including 
effluent data when sampling has been done. Use extra sheets as necessary. 

*Footnote: In addition to the inspection types listed above under column 18, a state may continue to use the following wet weather and CAFO inspection 
types until the state is brought into ICIS-NPDES: K: CAFO, V: SSO, Y: CSO, W: Storm Water 9: MS4. States may also use the new wet weather, CAFO 
and MS4 inspections types shown in column 18 of this form. The EPA regions are required to use the new wet weather, CAFO, and MS4 inspection types 
for inspections with an inspection date (DTIN) on or after July 1, 2005. 



UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 
REGION 2, DECA-WCB 

20th Floor, 290 Broadway, New York, NY 10007 

Compliance Evaluation Inspection: Midpoint Park SD WWTP Royal Ridge, Wappingers, NY 

Inspection Date: EPA Representative(s): 

September 2, 2016 Murray Lantner, P.E. Environmental Engineer, USEPA Region 2, 

(212) 637-3976 ;r1,-- 1 ;1 7 1; 7 Inspection Time: 
9:10AM to 1 PM 

NYSDEC Representative(s): 
NYSDEC Region 3 Inspector Vijay Gandhi (845)-256-3147, 

vijay.gandhi@dec.ny.gov 

On-Site Representative: 
Mike Pilon, Operator, CAMO Pollution Control, Inc. (845) 702-2746 

Michael P. Tremper, Chief Operator, CAMO, 845-463-7310 

Site Information: Located at 91 Martin Drive, Wappingers, NY Lat./ Long: 41.615997,-

73.862823 
SPDES/ICIS No. NY0035637 

SIC Code: 4952 

I. INTRODUCTION 

On September 2, 2016, representatives of the United States Environmental Protection Agency 

("EPA") and New York State Department of Environmental Conservation ("NYSDEC" or "DEC") 

conducted a Compliance Evaluation Inspection ("CEI" or "Inspection") at the Midpoint Park 

Sanitary District Wastewater Treatment Plant in Wappingers, NY. The objective of this visit was 

to determine compliance with NYSDEC State Pollutant Discharge Elimination System 

(SPDES)Permit NY0035637 ("Permit") for discharges from its Sanitary Wastewater Treatment 

Plant ("WWTP") into an unnamed tributary of Wappingers Creek. The WWTP treats the sanitary 

flow from approximately 153 homes and discharges approximately 60,000 gpd on dry weather 

days and about 90,000 gpd on wet weather days. The facility consists an influent pump station, 
aeration, sludge holding tank, final clarifier, sand bed and chlorine contact. Sludge is pumped out 
of sludge holding tank and sent off-site by TAM to PVSC or Beacon Wastewater Treatment Plant. 

There was no precipitation during the inspection, but it had rained earlier in the day. Homeowners 
were said to pay approximately $700 per year in sewer fees. The plant operator from CAMO 
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Pollution control is on-site approximately 3 to 4 hours per day (on weekdays) and a weekend 
operator comes for shorter hours. 

The NYSDEC and the Town of Wappingers entered into an Order on Consent R3-20150210-16 
on or about April 2016 to achieve compliance with plant flow rate limitations. An accompanying 
compliance schedule provided to EPA by NYSDEC pior to the inspection dated January 2016 
(Attachment 2). 

Upon entering the site, EPA inspector Murray Lantner presented credentials to Mr. Pilon. After a 
brief introduction we began the site walkthrough with Mr. Tremper and Pilon, followed by a 
review of records. 

II. FINDINGS & OBSERVATIONS 

Below identifies Potential Noncompliance Items, Areas of Concern and other Findings during 
the inspection. 

A. Potential Noncompliance Items 
1. As shown in the table below, based on a data retrieval from EPA's ECHO database 

the following excursions from the effluent limitations in the SPDES Permit have 
taken place. NYSDEC's Order on Consent R3-20150210-16 (April2016) was 
issued to address the flow rate exceedances. During the inspection EPA, NYSDEC 
and CAMO representatives reviewed the schedule in the NYSDEC Order on 
Consent (See Attachment 2). The final compliance date in the Schedule for 
Implementation in the Flow Management Plan, slip-lining 1650 feet of pipe by June 
2017 is expected to be met. Please provide an update and status of this project. 

Midpoint Park WWTP Table of Exceedances based EPA ECHO Database for the period Nov. 2013 to Nov. 2016, 
at Outfall 001- NY0035637 

Monitoring Parameter limit_unit_desc Daily =1, Permit Reporte 
Period End Date Monthly Limit d Level 

=30 on DMR 

11/30/2013 Solids, total suspended lb/d 30 2.497 8 
11/30/2013 Solids, total suspended mg/L 30 10 11 
12/31/2013 Flow Rate MGD 30 0.066 0.085 
1/31/2014 Flow Rate MGD 30 0.066 0.102 
2/28/2014 Flow Rate MGD 30 0.066 0.081 
3/31/2014 Flow Rate MGD 30 0.066 0.123 
4/30/2014 Flow Rate MGD 30 0.066 0.119 
5/31/2014 Flow Rate MGD 30 0.066 0.104 
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6/30/2014 Flow Rate MGD 30 0.066 

7/31/2014 Flow Rate MGD 30 0.066 

12/31/2014 Flow Rate MGD 30 0.066 

1/31/2015 Flow Rate MGD 30 0.066 

3/31/2015 Flow Rate MGD 30 0.066 

4/30/2015 Flow Rate MGD 30 0.066 

5/31/2015 Flow Rate MGD 30 0.066 

2/29/2016 Flow Rate MGD 30 0.066 

3/31/2016 Flow Rate MGD 30 0.066 

4/30/16 Flow Rate MGD 30 0.066 

5/31/2016 Flow Rate MGD 30 0.066 

11/30/2016 Flow Rate MGD 30 0.066 

B. Areas of Concern 

1. The current Permit (originally effective in November1987- nearly 30 years ago): 

a. specifies that total residual chlorine in the chlorine contact chamber must be 
maintained between 0.5 and 2.0 mg/1. The facility does not have effluent total 
residual chlorine limits in its permit. For the period October 2013 to November 
2015, based upon the EPA ECHO database, the facility reported a monthly 
maximum total residual chlorine concentration of 2 mg/1 for each month. The 
Facility discharges approximately 60,000 gpd during dry weather to an unnamed 
tributary of Wappingers Creek, which the Permit lists as a Class B Stream. 
Current Water Quality Standards in 6 NYCRR Part 703.5 are 5 ug/1 for total 
residual chlorine for class B Streams. Therefore, the Facility's total residual 
chlorine discharges appear to be more than 2 orders of magnitude above the water 
quality standards. Lab records reviewed on-site also showed instances when the 
total residual chlorine concentrations exceeded 2.0 mg/1 in the chlorine contact 
tank. NYSDEC Permitting personnel, Shayne Mitchell in Albany, has been 
notified about permit limit/water quality standard issue related to total residual 
chlorine. EPA recommends that NYSDEC conduct a full review of this 
approximately 30 year old Permit and reissue a Permit reflective of current Water 
Quality Standards. NYSDEC said that they were considering full review of this 
Permit through its EBPS process. 

b. does not contain any limits for dissolved oxygen ("D.O.") and the Monthly 
Operations Re~ort for May 2016 contain 8 days where thee effluent D.O. was 
below 4 mg/1 and four days with D.O 2.0 mg/1 and below. The April2015 
Monthly Operations Report showed two days with D.O. below 3.0 mg/1. 
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NYSDEC should also evaluate the need for D.O. limits while conducting a full 
permit review. 

2. In May 2016 the DMR indicated that the maximum Influent Settleable Solids 
concentration was 220 ml/1, however the Monthly Facility Operation Report 
indicates that the maximum Settleable Solids concentration was 22.0 ml/1. 

3. The chain of custody sheet from the Facility's contract lab, Environmental 
Labworks, for the TSS and BOD samples does not list that the samples were kept 
refrigerated or iced. 40 CFR Part 136 Table II specifies that BOD and TSS 
samples must be Cooled to :'S6 °C. The chain of custody needs to document 
whether these samples are cooled as required by 40 CFR Part 136. 

4. Facility representatives indicated that they were conducting routine calibration of 
the pH meter with pH 4, 7, and 10 buffers, however the calibrations were not 
being documented. 

5. As shown in photos 602 and 603 there was some uneven flow over the final 
clarifier weirs. Clarifier weirs must be kept plum to ensure even flow and avoid 
short circuiting in the clarifiers. Facility representatives indicated that new plastic 
weirs were to be installed. What is the status of the installation of the new weirs? 

6. As shown in photos 608 and 609 there is an overflow pipe at the top of the 
influent pump station wet well. Facility representatives said that they would 
receive an alarm prior to the overflow. Please identify where this overflow pipe 
leads to. If this pipe discharges to a surface waters then work with NYSDEC to 
Permit the overflow, report overflows or eliminate the overflow point. Also please 
ensure that the Facility complies with the NYSDEC Sewage Pollution Right to 
Know Act .http:/ [www.q~c.r:J,y"gQyichemical/90315 .html 

7. As shown in photos 604 to 607 sand bed there was uneven distribution of 
flow/ponding in Sand Bed No. 1. Sand bed No. 2 was said to not be in operation. 
Facility representatives said that they planned on getting new sand in 2017. What 
is status of placing new sand in beds. 

8. The Facility should consider conducting checks of its Total Residual Chlorine 
meter against known colorimetric standards. 

9. TSS and BOD loadings in pounds per day have limits to one decimal place, (e.g. 
monthly average TSS 5.5 lb/day), but the facility does not report a decimal (e.g. 1 
lb/day in April 2015 DMR). The facility must report to 1 decimal place for TSS 
and BOD loadings. 
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2. Other Obsservations 

1. The plant has an emergency generator. 

2. There is an alarm system for the influent pump station (high level, low level, power 
failure). The alarm goes to the CAMO office and to an answering service. 

3. There are 2 influent pumps and facility representatives indicated that 1 can handle the 
influent flow. 

4. A new blower was installed recently. 

III. CLOSING 

A closing conference was held with Mr. Tremper and Mr. Pilon along with NYSDEC and 
EPA inspectors, findings identified at the time of the CEI were discussed. 

IV. ATTACHMENTS 

Attachment 1 - Photographs 

Attachment 2 - Order on Consent Compliance Schedule 
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Attachment 1, Midpoint Park SD WWTP Royal Ridge, Wappingers, NY 
September 2, 2016 

Unedited Digital Photos Taken By Murray Lantner, P.E., Environmental 
Engineer, USEPA Region 2, DECA-WCB 

With a Nikon Coolpix P510 Digital Camera 
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